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(b) Approved work vests, where car-
ried, are inspected as provided in 
§ 169.556. 

[CGD 83–005, 51 FR 896, Jan. 9, 1986, as amend-
ed by USCG–1999–4976, 65 FR 6508, Feb. 9, 2000] 

§ 169.255 Sanitary inspection. 
At each inspection for certification, 

periodic inspection, and annual inspec-
tion quarters, toilet and washing 
spaces, galleys, serving pantries, lock-
ers, etc., are examined to determine 
that they are serviceable and in a sani-
tary condition. 

[CGD 83–005, 51 FR 896, Jan. 9, 1986, as amend-
ed by USCG–1999–4976, 65 FR 6508, Feb. 9, 2000] 

§ 169.257 Unsafe practices. 
(a) At each inspection for certifi-

cation, periodic inspection, annual in-
spection, and at every other vessel in-
spection all observed unsafe practices 
and hazardous situations must be cor-
rected. 

(b) At each inspection for certifi-
cation, periodic inspection, annual in-
spection, and at every other vessel in-
spection the bilges and other spaces are 
examined to see that there is no accu-
mulation of oil or other matter which 
might create a fire hazard. 

[CGD 83–005, 51 FR 896, Jan. 9, 1986, as amend-
ed by USCG–1999–4976, 65 FR 6508, Feb. 9, 2000] 

§ 169.259 Limitations of inspections. 
The OCMI may require that a vessel 

and its equipment meet any test or in-
spection deemed necessary to deter-
mine that they are suitable for the 
service in which they are to be em-
ployed. 

Subpart 169.300—Construction 
and Arrangement 

PLANS 

§ 169.305 Plans required. 
(a) Except as provided in paragraphs 

(b) and (c) of this section the owner or 
builder shall, before the start of con-
struction or before the initial inspec-
tion of the vessel, submit to the Officer 
in Charge, Marine Inspection of the in-
spection zone where the vessel is to be 
inspected, at least one copy of each of 
the following plans: 

(1) Midship section. 

(2) Outboard profile. 
(3) Inboard profile. 
(4) Arrangement of decks. 
(5) Lifesaving equipment installation 

and arrangement. 
(6) Machinery installation. 
(7) Electrical installation. 
(8) Fire control plan. 
(9) Fuel tanks. 
(10) Piping systems. 
(11) Hull penetrations and shell con-

nections. 
(12) Lines and offsets, curves of form, 

and capacities of the tanks including 
size and location on vessel. 

(13) Masts, including integration into 
the ship’s structure. 

(14) Rigging plan showing sail areas 
and centers of effort as well as the ar-
rangement, dimensions, and connec-
tions of the standing rigging. 

(b) For vessels less than 65 feet in 
length, the owner may submit speci-
fications, sketches, photographs, line 
drawings or written descriptions in lieu 
of any of the required drawings pro-
vided the required information is ade-
quately detailed and acceptable to the 
Officer in Charge, Marine Inspection. 

(c) The Officer in Charge, Marine In-
spection, may waive submission of 
some or all of the structural plans 
called for by paragraph (a) of this sec-
tion for an existing vessel with a his-
tory of at least 5 years of safe oper-
ation, or if the design and construction 
of the vessel are essentially similar to 
a vessel which has a proven record of 
safe operation in similar service upon 
similar waters. 

§ 169.307 Plans for sister vessels. 

Plans are not required for any vessel 
which is a sister ship to a vessel, pro-
vided that— 

(a) The approved plans for the origi-
nal vessels are already on file at any 
Marine Inspection Office; 

(b) The owner of the plans authorizes 
their use for the new construction; 

(c) The regulations have not changed 
since the original plan approval; and 

(d) There are no major modifications 
to any of the systems used. 
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